
•    Un “peigne” piloté par servomoteur vient prélever 

les pots dans la presse de découpe. Ces pots peuvent 

être unitaires ou en plaquettes

•    La dépose des pots est asservie et phasée sur le 

tapis de sortie

•    Mise en lots et mise au pas des produits

•    Transfert positif des pots avec maintien de leur 

orientation et de leur rangement

 

EL GRIP

Fondamentaux EL GRIP

BW Packaging Systems represents the collective capabilities of the five Barry-Wehmiller packaging companies including, Accraply, BW Flexible Systems, BW Integrated  
Systems, Pneumatic Scale Angelus and Synerlink. Through their diverse capabilities, these companies can collectively provide everything from a single piece  
of equipment to fully integrated packaging systems for a wide range of industries, including: food and beverage, personal care, container manufacturing,  
pharmaceutical and medical devices, household products, paper products and textiles, industrial and automotive, and converting, printing and publishing. 
For more information, go to BWPackagingSystems.com

synerlink.com

•   Efficacité industrielle

•   Ergonomie et sécurité

•   Respect du produit

Points forts

•    A servomotor-controlled “comb” picks-up single 

cups or cup packs from the trimming press

•  Cup placing is interlocked and phased with the exit 

conveyor

•  Product batching and pitch setting

•  Positive transfer of cups while maintaining their 

orientation and arrangement
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EL-GRIP basics

BW Packaging Systems represents the collective capabilities of the five Barry-Wehmiller packaging companies including, Accraply, BW Flexible Systems, BW Integrated  
Systems, Pneumatic Scale Angelus and Synerlink. Through their diverse capabilities, these companies can collectively provide everything from a single piece  
of equipment to fully integrated packaging systems for a wide range of industries, including: food and beverage, personal care, container manufacturing,  
pharmaceutical and medical devices, household products, paper products and textiles, industrial and automotive, and converting, printing and publishing. 
For more information, go to BWPackagingSystems.com

synerlink.com

•  Industrial efficiency

•  Ergonomics and safety

•  Respect for the product

Important points

PDF name



EL GRIP | OUTIL DE TRANSFERT

Efficacité industrielle

•    Le flux des pots est totalement maîtrisé et les produits ne sont jamais 
accumulés, permettant le transfert de pots complexes

•    Prise et dépose des pots sans à-coups permettant de préserver le produit 
(opercule préservé et limitation de l’effet “vague”)

•    Synchronisation en temps réel avec le cycle de la presse de découpe

•    Empreinte au sol réduite: plus court qu’un pas de pélerin ou qu’un tapis de 
sortie

•    Contribue aux lignes courtes en préparant le flux pour l’opération suivante

•    Optimise l’efficience de la ligne globale en limitant les contraintes mécaniques 
sur les pots

Ergonomie et sécurité

•    Les déchets de découpe sont évacués lors du transfert des pots

•    Réduction des opérations de maintenance en comparaison aux solutions 
classiques de type “pas de pélerin”

•    Châssis structure inox avec une garde au sol minimum de 150mm

Options disponibles

•    Évacuation des pots non conformes

•    Contrôle du poids en ligne, éjection en flux continu des pots sous-dosés

•    Structure du peigne en aluminium ou profil carbone

Synerlink
1 rue de la Boulaye 

95650 Puiseux-Pontoise France

t. +33 (0) 1 30 15 29 30 

synerlink.com

EL GRIP | TRANSFER TOOL

Industrial efficiency

•     The flow of cups is fully controlled and the products never accumulate, 
allowing the transfer of complex cups

•    Smooth cup pick-up and placement, preserving the product (preservation of 
lid and limitation of “wave” effect)

•    Real-time synchronization with the trimming press cycle

•    Small footprint: shorter than a step conveyor or exit conveyor belt

•    Helps to achieve shorter production lines by preparing the flow for 
the next operation

•   Optimizes the overall efficiency of the line by limiting mechanical stresses on 
the cups

Ergonomics and safety

•    Trimming scrap removed during cup transfer

•  Reduction of maintenance operations compared to conventional “step 
conveyor” solutions

•  Stainless steel frame structure with minimum 150mm ground clearance

Available options

•    Removal of non-conforming cups

•   On-line weight control, continuous ejection of under filled cups

•   Aluminum or profiled carbon comb structure

Synerlink
1 rue de la Boulaye 

95650 Puiseux-Pontoise France

t. +33 (0) 1 30 15 29 30 

synerlink.com


